Department of Environmental Quality

To protect, conserve and enhance the quaiity of Wybming's
environment for the benefit of current and future generations.

Matt Mead, Governor

Todd Parfitt, Director

January 13, 2014

Steve Davis

AK Industries Inc,

P.O. Box 604

Plymouth, Indiana, 46563

RE: APPROVAL of AK Industries’ 1500-Gallon Two Compartment Polyethylene Septic Tank
(AKS92550) for use in Wyoming.

Dear Mr. Davis;

The Water Quality Division (WQD) of the Wyoming Department of Environmental Quality
(DEQ) has received the drawings and specifications for above referenced septic tank. The WQD
evaluated this septic tank and determined that it meets the minimum requirements as identified in
Chapter 25, Section 8 of the Wyoming Water Quality Rules and Regulations. Subsequently, this
product will be placed on our list of approved septic tanks for use in Wyoming. The table below

summaries the dimensions and specifications for the 1500-gallon, two-compartment, polyethylene
septic tank.

- Outside Dimensions (L' x W x H)

126.5” x 637 x 61.25”

Maximum Cover Burial Depth Four feet
Access Openings Two 20-inch

Inlet / Outlet Height Difference 3 inches

Liquid Level (LL) Depth 50 inches

Tee/Baffle Extensions below LL

Inlet — 8.75” ; Outlet — 18”

10 inches total; 1.5 inch for venting

Clearances for scum and venting

Sincerely; :
James Brough, P.E.

Northwest District Engineer
Water Quality Division

Cc:  DEQ Water & Wastewater Section (PDF)

Encl: Submitted Septic Tank Drawings
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Formolene® L64220U
Linear Low Density Polyethylene
Hexene Copolymer for Rofational Molding

Formolene® L64220U is a general-purpose rotational molding linear low density resin made using the BP
(as Phase Process'™. The resin exhibits excellent ESCR and low temperature impact strength.

Formolene® L64220U is also fully UV stabilized.

Formolene® 1.64220U meets all requirements of the UJ.S. Food and Drug Administration as specified in 21
CFR 177.1520, covering safe use of polyolefin articles intended for direct food contact.

Suggested Applications:

Large Playground Equipment

Large Tanks

Agricultural and Chemical Storage Tanks

Nominal Physical Properties:

ASTM
TEST
PROPERTY METHOD UNIT VALUE
Density DI505 gice 0.942
Melt Index, Condition E, D1238 g/10 min. 20
180°C/2.16 kg
Flexural Moedulus (1.3 mm/min) D790 psi. 120,000
Tensile Strength at Yield, (50 mm/min) D638 psi. 3,100
Tensile Elongation at Yield, (50 mm/min) D638 % 11.0
Heat Deflection Temperature, (66 psi.) D648 °C 62
Low Temperature Impact* ARM ft-1bs. 60
Environmental Stress Crack Resistance,
ESCR**, Condition A, Fsp D1693
100% Igepal hrs. >1,000
10% Igepal hrs. 500

* Tested ustng 1/8 inch specimen at -40°C
** ESCR values were obtained using compression molded samples

Published 8/04, Revised 8/10

Any inquirics rogarding this data sheet should be addressed to: 9 Pesch Tres Hill Road  Livingston, NJ 07038 = Phone: (B88) FPCUSAZ » Fax: (073) 4227772
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ITEM P/N DESCRIPTION QrY:
| | | A AKSS50950 | 1500 GALLON SEPTIC PLAIN 1
/N N /N 7 ® B AKR30190_| COVER, 20° TWIST ON LID 2
B1 AKS10030 GASKET PACK/20" LID 2
" N N C AKRS0760 | FITTING, 4.00° ADAPT-A-FLEX NS 2
D AKS10300 | 1500 BAFFLE 1
D1 AKR10130 | INSERT, 1/4°-20 ALUM, OPEN END 3
D2 AKR30060 | BOLT, 174°-20 X & SS ALL THREAD 3
D3 AKR30030 | WASHER, 1/4° X 1 1/8° SS FENDER 12
D4 AKR30110 | NUT, SS 1/4°-20 6
DETAIL 1-A INLET/OUTLET ASSEMBLYS
E__ | AKR43180 PIPE_PVC 4° SCH4D @ 13' LONG
’a\ll’a\Il’a\ \ F___| AKR30330 FITTING PVC 4° SCH40 TEE 2
- _ Bl _ _ G AKR43180 PIPE PVC 4 SCH4 1) 11 3/8°
H__| AKR43180 PIPE_PVC 4" SCH4 W 17 5/8°
[-¢ 2088 > ¢ 85.44 ) ¢ 2018 >—]
Notes: Approved by: S. DAVIS Material: Scale: Tolerances are +/- 0.250 |DRAWN BY:
{D1) ALUM. INSERTS ARE MOLDED IN Signature: Polyethylene NTS | Unless Specified Otherwise A.DAVIS
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